
Features & Benefits
l A1 Fire Rated, Noncombustible 
l Thermal Value, reduces heat loss. (Thermal resistance 

coefficient  1.14m2k/W.)
l Can be used over underfloor heating
l Sound Insulation
l Waterproof
l Environmentally Friendly 
l Easy To Install
l FreezeThaw Tolerant      
l Resistant to Mould
l Extremely Durable, iImpact Resistant
l Silica Free  no dust articles making it safer for the

installer.

Uses

Designed for the application of all tile types, cement

based screeds and renders. Due to its composition, it

performs well in wet areas and areas prone to

humidity, such as behind shower walls and under

bathroom floors. Ideal applications include: bathrooms

wet rooms/shower rooms, kitchens, swimming pools,

saunas.

Can be scored and snapped easily to shape using a

standard utility knife, thereby not requiring the use of

specialist tools.It is also very lightweight material

making it easier to handle and install in tight

bathroom and wet room areas or in limited spaces.

Although lightweight, the material is incredibly

durable and will hold a combined hanging weight of

tiles and adhesvie up to 100Kg/m2.

Application

For floors:

6mm board is recommended for floor applications to

minimise transitions between rooms. If additional

height is needed a 12mm version is available.

Ensure the existing subfloor is structurally sound

and not damaged or warped. Replace any loose or

warped sections prior to installation. Make sure it is

flat. Ensure the plywood or chipboard being laid onto

used satisfy the requirements of local building

regulations and does not deflect more than L/360 for

ceramic tiles and L/720 for natural stone. Excessive

flex will cause the tiled floor to crack. Joist spacing

must not exceed 600mm centres. Stagger the joints

of the Xtreme Boards in a broken bond or brick

pattern. Do not align with subfloor joints. Never

allow all four corners of boards to meet at one point.

Leave a 3mm gap between floor and wall edges,

vanities, baths, etc. and fill with a good quality

sealant such as S3 or GB Pro. Score and snap

boards to required sizes and make necessary cut

outs. 6mm XTREME Board should be fixed to the

floor using alkali resistant stainless steel

countersunk screws at maximum 200mm centres.

The substrate should be clean and completely level.

A silicone bead (we recommend Bond It S3 Sanitary)

should be installed at the internal joints before tiling

and again after tiling in line with best practice. Alkali

resistant joint tape (Bond It BDDJ2) should be

applied to the joints. This tape should be embedded

in the tile adhesive. Once dry it is recommended the

boards be primed prior to application of a cement

based tile adhesive and tiles.

For walls:

12mm board is recommended for walls.

Erect vertical timber studs at maximum 600mm

centres. Remove any old dry lining and ensure all

corners are adequately blocked with suitable timber.

Cut XTreme Backer Board to the desired size using

a standard utility knife and applying the score and

snap method. Boards may be installed vertically or

horizontally. Ensure all vertical joints are made on

the centre of the studs. Fix the board using stainless

steel alkali resistant countersunk screws. Ensure

screws are spaced a minimum of 15mm from the

edge of the board at 300mm intervals. Boards

should be staggered when fixing with the four

corners of the boards never meeting. Prior to setting

tiles, embed BDDJ2 Scrim Tape across the joints

and feather tile adhesive to leave a 150mm wide

joint.

Coverage

Boards come in a variety of thicknesses and lengths

 see reverse of TDS. 

Storage Conditions

Stored in dry conditions, out of direct sunlight.

Never compromise on quality!

Description
Lightweight magnesium oxide boards for use under tiles to provide a firm and even surface.
Complies with the requirements of EN 12467.
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The data presented in this leaflet are
in accordance with the present state
of our knowledge, but do not
absolve the user from carefully
checking all supplies immediately
on receipt. We reserve the right to
alter product constants within the
scope of technical progress or new
developments. The
recommendations made in this
leaflet should be checked by
preliminary trials because of
conditions during processing over
which we have no control, especially
where other companies raw
materials are also being used. The
recommendations do not absolve
the user from the obligation of
investigating the possibility of
infringement of third parties rights
and, if necessary clarifying the
position.  Recommendations for use
do not constitute a warranty, either
express or implied, of the fitness or
suitability of the products for a
particular purpose.

Protect from frost.

Disposal of Containers

Do not leave discarded or unused materials where they

could be harmful to children, animals or the environment.

Remove any waste to a central disposal point in

accordance with local regulations.

Health & Safety

Please refer to separate material safety data sheet for full

handling, use and storage instructions. Keep out of reach

of children. It is the users responsibility to determine

suitability for use. If in doubt contact our Technical

Department for advice. 
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EN12467

Improved dispersion adhesive for internal tiling

Durability against warm water Pass

Durability against soak/dry Pass R 

Water vapour permeability Pass R 

Reaction to Fire A1

Release of dangerous Pass

substances

Mechanical Resistance

Bend Strength 20.9MPa 

Tensile Strength 20.9MPa

Order Information:

THICKNESS WIDTH LENGTH WEIGHT PRODUCT 

CODE 

6mm 1200mm 800mm 6Kg BDBB001

12mm 1200mm 800mm 12Kg BDBB002

FAQs:

1. Do I need to prime Xtreme Boards before I tile on to them?

No. Xtreme Board is ready to tile once installed but can be primed if

required.

2. Can I fix Xtreme Boards using a dot and dab technique?

No. This is not suited to this type of fixing application. Please refer to

application instructions.

3.Can I use Xtreme Backer Boards with underfloor heating systems?

Yes it is suitable however it should always be placed between the structural

timber floor and the heating element.

4. Can the boards be used outside?

No, however there is an external grade available to special order if

required.

5. Can Xtreme Boards be used in a wetroom?

Yes, but the boards must be tanked with a suitable waterproofing system

prior to tiling.

6. Can I put Xtreme Boards directly on to concrete?

No. These are not designed for use over concrete, they are for 

providing a water resistant flat surface over timber substrates to tile onto.

7. Which side of the board should be tiled on?

We recommend tiling on the printed side of the boards. 

8. What can be applied over the Xtreme Boards?

Tiles, paint, plaster and wallpaper.

9. Why should I use jointing tape?

This helps tie the boards together, helping to disperse any movement of the

substrate, which in turn helps prevent tiles popping or cracking along the

seams. This tape should be embedded in the tile adhesive. Once dry it is

recommended the boards be primed prior to application of cement based

tile adhesive and tiles or plaster.

Certificate Number: 6152

ISO 9001

ISO 14001




