
Description
Bond It Landscape Membrane is a high quality spun bond
polyester membrane that is designed to provide a heavy
duty, porous weed suppressant membrane, for use under
materials such as; decorative bark and gravel or under
gravel pathways. Landscape Membrane is a durable,
porous, tear and puncture resistant product which allows
water and nutrients to penetrate whilst suppressing weed
growth.

 Heavy Duty 70 gsm
 UV Stable
 Non-woven
 Puncture and Tear Resistant
 Superb Drainage Properties
 15 Year Guarantee

Instructions
Prepare the ground removing all weeds and rake the top
soil to a smooth surface. Roll out the membrane and cut
to size. Ensure a minimum of 75mm (3") overlap in large
areas where multiple strips are required. Secure the
membrane and overlaps with ground pegs at regular
intervals. When planting; cut a cross in the membrane and
pin back in place. Cover with at least 50mm (2") of bark,
mulch of gravel.The fabric can be cut around existing
trees, plants or hedges etc.

Limitations
Landscape Membrane should not be used under
driveways or block paving; use Drive Alive Membrane.

Specification

Mass per unit area 70g/m2

Thickness 0.49mm

Water permeability kv at load Din 53936-1

2 kN/m2 1.7 * 10-3 m/s

20 kN/m2 5.6 * 10-4 m/s

200 kN/m2 11.4 * 10-3 m/s

Water permeability kv at load Din 53937-2

2 kN/m2 8.2 * 10-3 m/s

20 kN/m2 5.7 * 10-4 m/s

200 kN/m2 2.8 * 10-3 m/s

Porosity 0 90,W Din 53935 0.14mm

Puncture Strength Din 54307 0.51 kN

Machine Cross 
Direction Direction

Max tensile strength        128 N/5 cm 149 N/5 cm

Elongation @ max
tensile strength        27% 28%

This data is average values and indicative.

Product Code

BDLS14 1m x 14m
Barcode: 5060021369086
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Never compromise on quality!

Description
A 70g landscaping and weed suppressant membrane.

LANDSCAPE MEMBRANE
Landscaping/ Weed Suppressant Membrane 

The data presented in this leaflet
are in accordance with the present
state of our knowledge, but do not
absolve the user from carefully
checking all supplies immediately
on receipt. We reserve the right to
alter product constants within the
scope of technical progress or
new developments. The
recommendations made in this
leaflet should be checked by
preliminary trials because of
conditions during processing over
which we have no control,
especially where other companies
raw materials are also being used.
The recommendations do not
absolve the user from the
obligation of investigating the
possibility of infringement of third
parties rights and, if necessary
clarifying the position.
Recommendations for use do not
constitute a warranty, either
expressed or implied, of the
fitness or suitability of the
products for a particular purpose.
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